
Kiseki Blackheart Wkładka Gramofonowa Salon Poznań
Wrocław

Cena: 103 215 Kč

Cena dotyczy: sztuki

Gwarancja: Polskiego Dystrybutora 2 lata

VLASTNOSTI

POPIS VÝROBKŮ

Wkładka gramofonowa Kiseki Blackheart
Model BlackHeart został zaprojektowany i wprowadzony do oferty już w latach osiemdziesiątych. Podobnie jak w
pierwowzorze obecna wkładka N.S. ma body wykonane z litego drewna BlackHeart, ma jednak ono krótszy rozmiar, aby
łatwiej dopasować wkładkę do współczesnych, różnych ramion gramofonowych.

BlackHeart N.S. to pierwszy model w historii firmy gdzie zdecydowano się na montaż diamentu nie na wsporniku a przez
wspornik. Skutkuje to wyższą niezawodnością mechaniczną oraz gwarantuje lepszą reprodukcję sygnału.

Specyfikacja:

Body: BlackHeart Wood, 25 mm long
Cantilever: Solid Boron
Rod: 0.28 mm diameter
Stylus: 0,08 x 0,14 mirror polished diamond
Stylus tip radius: 3 x 30 μm
Stylus mount: In cantilever
Vertical Tracking Angle (VTA): 20 degrees
Coil body: pure iron
Weight: 6.4 grams
Output voltage: 0,48mV at 5cm/s
Internal impedance: 40 ohm
Frequency response: 20 – 30.000Hz ± 1dB
Channel balance: 0.2dB
Channel Separation: 35dB at 1kHz
Tracking ability: At 315Hz at a tracking force of 2.6 grams: 80 μm
Dynamic Compliance: 16 μm/mN
Recommended loading: 400 ohms
Recommend tracking force: 2.0 – 2.6 grams
Optimum tracking force: 2.4 grams
Recommended tonearm mass: Medium
Optimum working temperature: 20 °C
Break-in period: 50 – 100 hours
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